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Drucktechnische Anmerkungen:

Diese Spezifikation ist glltig fur Auflagen kleiner als 300 Stick.

Das CD-Label wird im Thermotransferverfahren bedruckt. Méglich ist ein 1fbg
schwarzer Aufdruck oder ein 4fbg Aufdruck in den Farben cmy, wobei hier Schwarz
durch gemischtes Auftragen aller Farben erzielt wird. Sie kdnnen wahlweise eine
weiBe oder "silberne" CD-R bedrucken lassen.

Gestaltungstipps / Allgemeines:

Als Druckvorlage bevorzugen wir PDF-Dateien. Andere Dateiformate bitte erst nach
Absprache zusenden. Wir empfehlen hier das innere Loch nicht auszusparen, alle
Hilfslinien oder Hilfskreise sollten nach Mdéglichkeit in der zu druckenden Datei nicht
mehr vorhanden sein. Die genannten Druckbereiche sind nur eine Hilfe flr Sie, das zu
druckende Motiv bitte nicht rund anlegen. Haarlinien und Schriften kleiner als 7 pt
sollten Sie auf jeden Fall vermeiden. Alle Grafiken oder Bilder sollten in der EndgréBe
eine Aufldsung von 300 dpi aufweisen, eine hdhere Aufldsung bringt keine
qualitativen Vorteile, eine niedrigere Auflosung bedeutet jedoch in jedem Fall eine
schlechtere Qualitat.

i
Q Druckspezifikation / Printing Specification (art 10000)

Typographical annotations:

This specification is made for requirements lesser than 300.

The label is made with thermal transfer printing process. It is possible to print
1-colored black, or 4-colored CMY, in this case black is made of all 3 colors printed
together. You can choose to print on a white grounded or a silver CD-R.

Design tips / General:

The artwork master has to be a PDF-File. Other files have to be requestet first. We
advise not to seperate the inner gap. Please note that all ledger lines will be printed,
so please make sure there are none in the final print PDF.

Make also sure that there are no fonts placed lesser than 7 point and all the graphics
and pictures have at least 300 dpi. There is no need to set a higher resolution but the
more you get under 300 dpi the more the result will get a bad quality.

Diese Spezifikation ist gultig fir Artikel: / This specification is valid for article:
10118 / 10119 / 10120
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